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           Accessories for industrial vacuum cleaner

Paper bag / waste bag

Properties/Advantages
• Dust-free disposal
• Reduced filter load
• Less time spent on cleaning the tank
• No contact to the absorbed medium

Description for type VE EX Art.-Nr.
Paper bags PCV 1 10 Stück 2008227
Paper bag K1 Max, Prima, KV5, 10, 15, PV1  KAV 15 10 Stück EX 2004022
Paper bags K3 KV18, KV20, KAV18, KAV20 10 Stück EX 2002724
Paper bags K4 KV30 & 45 & 50, KAV30 & 45, EGS P, ESS P, DGS P 10 Stück EX 1400633
Closure stickers für K1, K3, K4 Paper bag 10 Stück EX 2008178
Paper bags EMI CWR & CWR 5 Stück 2003949
Paper bags CWR 10 / 15 5 Stück 2004676
Disposal bag EXP 1-10 1 Stück EX 2004002
Disposal bag KAV 2 1 Stück EX 2002787
Disposal bag EGS, ESS, DGS 10 Stück EX 2003452
Clamp Disposal bag 1 Stück EX 2004220
Relieving Set for disposal bag 1 Stück EX 2009549

Compressed air membrane pump

Description Dimension Output max. part. Size. Art.-Nr.
Typ CX  20 ETT 124x155x128 mm 20 l / min 2mm 2009311
Typ CX  50 ETT 175x206x173 mm 50 l / min 3mm 2008769
Typ CX 130 ETT 240x269x225 mm 130 l / min 4mm 2009440

Float switch
Description for acids Art.-Nr.
Float switch  KAV 18 W/D EX (ø 295 mm) 2004556
Float switch  KV 18 W/D (ø 295 mm) 2004554
Float switch  KAV 30 und 45 W/D EX (ø 345 mm) 2004555
Float switch  KV 30 und 45 W/D (ø 345 mm) 2004011
Float switch EGF, ESF, DGF EX 2009389

Drain-gate
Description for acids Art.-Nr.
Drain-gate KAV 18 / 30 / 45 EX 2009775
Drain-gate KV 18 / 30 / 45 2008013

"What good is it to absorb the dust when emptying it again when the vacuum cleaner is
a buildup of dust".
To ensure supply of controlled dangerous dust disposal system provides a paper bag
or an airtight sealable bag dust collecting a cheap dirt removal.

To prevent dangerous liquids safely dispose of the regulated supply, helps pump out
only.
KRAHNEN provides a vacuum cleaner on or in the integrated membrane pump in the
former version. On request also available as electrically powered on submersible
pump.
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